IMPORTANT SAFETY INSTRUCTIONS

PREVENT CHILD DROWNING

WATER ATTRACTS CHILDREN. ALWAYS ATTACH THE SPA COVER AFTER EACH USE.

READ AND FOLLOW ALL INSTRUCTIONS

Warning

To reduce the risk of injury, do not permit children to use this product unless they are closely supervised at all times.

Warning To reduce risk of injury:

A. The water in a spa should NEVER exceed 104F (40C). Water temperatures below 100F (38C) - 104F (40C) are considered safe for a healthy adult. Lower water temperatures (lower than 100F) are recommended for your children AND when spa use exceeds 10 minutes. Prolonged immersion in hot water may induce hyperthermia.
B. Since excessive water temperatures have high potential for fetal damage during the early months of pregnancy, pregnant or possibly pregnant women should NOT use spa or LIMIT the spa water temperatures to below 100F (38C) and stay in for a short time.

C. Before entering spa, be sure to check the water temperature. Do not get in if it is over heated (display shows ‘OH’).

D. The use of alcohol, drugs, or medication before or during spa use may lead to unconsciousness with the possibility of drowning. 

E. Do not use electrical appliances in or around the spa. Do not use glass or other breakable items in or around the spa.
F. Never permit the spa to be used unless it is attended by at least one person other than the bather. For safety, do NOT get out of the spa from the pool side.

Warning For water sanitary:
Water sanitary and healthy is controlled by chemicals, DO NOT drain or change water without having chemicals. The filter system will remove suspended particles from the water. Pool and Spa are serviced every week to maintain a healthy chemical levels. Use surface skimmer to remove insects, leaves, and other debris from the water surface. NOTE: Unsanitary water is a serious health hazard.

Warning For safety:

Cover the spa and set temperature to below 100F after each use. Set the temperature to 90F overnight or when not using it for a while. Do not sit on the cover. The Spa will keep warm even it is not in use.

SHOWER BEFORE GETTING IN THE SPA - sweat, dirt and oils cause too much strain on the filtering system and cloud the water.
For problems about the spa, DO not try to repair or use it. Contact the local pool/spa management person immediately.

How to Operating the Spa

The Control Panel:
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1.Temperature Adjustment 60F-104F

When either of the “Accu temp pads (
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) are pressed once, the LCD will display the temperature which has been set. Each time either one of these pads are pressed again, the temperature will change by 1F.  After 5 seconds, the LCD will automatically display the current spa temperature.

Jets

Press the 
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 pad to run the pump on and off. If left running, the pump will automatically turn off after 15 minutes.

Light

Press the 
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 pad to turn the spa light on and off. If left on, the light will automatically turn off after 4 hours.

Spa Water Maintenance

The spa is pre-set according to the maintenance to an optimized condition. However if you mess up the setup accidentally, following these steps to recover:

i) If you press 
[image: image5.png]@ or (@)



 and then 
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, you get into standby mode. Press any key to exit.

ii) If you accidentally press 
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 and then 
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, you enter the program mode. To exit, press 
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.

iii) In program mode, press 
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 will set a filtration time.

00 - In this mode the water will not be filtered.

30 - the water will be filtered for total of 1hr/day.

60 - the water will be filtered for total of 2hr/day.

Since filtering will carry more chemicals into spa water, ‘30‘ is a recommended level for reset.
Display Messages

OH = “Overheat” (spa is deactivated)

DO NOT ENTER THE WATER. If the spa water has reached 108F (44C), Remove the spa cover to cool the water. The spa will remain shut down until the water and the heater sensor cools to 104F. At that point press any button to reset the spa. If the spa will not reset, shut off the power to the spa and call the management person. 

SN = “Non Functional High Temp Sensor” (heater is deactivated). Call the management person immediately.
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